
CALIFOHNIA HEGIONAL ViATEH QUALI'rY CONTHOL BOAHD
SAN FHANCISCO BAY REGION

OHDEH NO. 71-72

ViASTI; DISCHARGE REQUIREMENTS
FOR

CENTRAL CON'.rRA COSTA SANITARY DIS'rRICT
NJ;AH I'1ARTINEZ, CON'l'RA COSTA COUN'~Y

The California Regional Water Quality Control Board, San Francisco Bay Region,
finds that:

A. This Regional Board prescribed requirements for the waste discharged by
Central Contra Costa Sanitary District, called the discharger boLow, in
Resolution No. 70-45 on Hay 28, 1970.

B. The discharges includo:

1. \vaste "A" ie; 21 million gallons per day (mgd), Average dry "leather f'Low
(ADlvF), of sewage from a present population of 275,000, mixed with in
dustrial waste" Existing primary treatment facilities have a design
population of 300,000, and dosign floVi of 30 mgd (ADWF). Tho offluent
is diE3chD.rged via Outfall flAil into Suisun Bay at a depth of 35 feet"
The Terminub of the outfall is 1,700 feet offshore; 2,:500 feet wee;t of
the Avon Dock and 125 feet inshore of the edge of the deep water chan
nel" IncreFJ.sing the treatment plant primary capacity to a flow of
45 mgd (ADliF) 1. .0 propo aed for the near future. Subsequent expansion
in stages to design population of 1,020,000 and design flow of 120
mga. (ADi:1F) is being conaider-ed ,

2" VJaste "BIl is about 12,000 gallons per day of digo:Tted slUdge from the
treatment plant, and 72,000 gallons per day of alum sludge from Contra
COBta County \lJater District, and is di[)che.rged into lagoons and drying
beds (Le.nd Di,sposal Site L-l) lying north and eowt of the treatment
units ..

30 itJnste neff is par t iaILy treatod sewage which occasionally ent.ers Gray,son
Creek at a point about 1,000 feet north of California State Highway
No, 1.t during heavy storms l vrhen infiltration cauae a the sm.-crago flow
to exceed about 60 mgd, The outfall gravity capacity varies be tween
60 and about '75 mgd, depending on ti.da.L stage. 'I'he d i schar-ge.r proposes
to e Li.m'iat e this bypassing of dilute sewage effluent by providing a
holding bns.in that will store f'Low exceeding the outfall capac i, ty for
later treatment and discharge through the outl'e.1L

C. 'I'he Board adopted an interim water quaLi ty control plan for the San Fran
c i.aco Bay Ba.s i n on -June 17, 1971.

D" 'I'he beneficial uses of the waters of Suisun Bay and contiguous water bod
ies are:

1. Seasonal source of domestic we.ter supply at ~Jallard Slough.

2. Industrial cooling and process water supply.
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